TEST PLUG

(EXPANDING)
PERVIOUS PAVEMENT
PER STANDARD
DETAIL NDP—11

Qe

PROVIDE AND INSTALL CLEAN CURB PER

OUT. REMOVABLE COVER AND TRANSPORTATION
RING PER STANDARD DETAIL STANDARD
NDP-17 OR D-52 DETAIL TE—-T1

PAVED

/ SURFACE

‘.‘f-":f:f;.;.'ﬁ Ly

4” CSTC

PERF PVC PIPE
(3" DIAM)

4" CRUSHED SURFACING TOP
COURSE PER TRANSPORTATION
STANDARD DETAIL TE—11

END CAP RESERVOIR COURSE
(SEE NDP MATERIALS
UNCOMPACTED D6—04 HEREIN)
SUBGRADE

NOTES:

READ WATER TABLE DEPTH:

1.
2.

3.

JANUARY 2011

MEASURE DISTANCE FROM TOP EDGE OF
RISER TO WATER SURFACE INSIDE OF PIPE.
MEASURE DISTANCE FROM TOP EDGE OF RISER
TO FINISH GRADE OF PERVIOUS PAVEMENT.
ADD A AND B FOR DEPTH TO WATER TABLE.
NOTE IF B HAS CHANGED FROM PREVIOUS

OBSERVATIONS (IF SHIFTING).
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